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XZ Series Horizontal Directional Drill

} Main Technical Parameters

. . Model CUMMINS CUMMINS
Engine / 1a3n38%Ua QSL8.9-C325 QSL8.9-C325
Rated power 2 x 242 KW/2100 r/min 2x 324 hp/2100 rpm
Push/pull force 1650 kN 370937 Ibf
Push-pull / WS9HEN - A9 Max. push/pull speed 35 m/min 115f t/min
Torque 75000 Nm 55313 ft- b
Rotation / N13%1 Max. rotation speed 90 r/min 90 rpm

Mud pump / Talaan

/

External connection

External connection

. Diameter x length @© 127 x 6000 mm D5x236.2in

Drill pipe / n1wlang
Lifting weight 3.2t 3.5t on (US)

Loader crane fﬁawﬁnﬂnmmmw Loading capacity 6.4t-m 7.1 ton + m (US)
Max. inclination angle / 33188959 16° 16°
Max. back reaming diameter / Qn?muaifﬂmmlmﬁqm @ 1400 mm ®55in
Weight / viwnin 30t 33.1 ton (US)
Dimension (LxWxH) / 241 12700 x 3030 x 3500 mm 500 119.3x 137.8 in

} - Overall Dimension & Transportation

7440 mm -

3030 mm
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